EXTENSION CORD SET
12/3 HEAVY DUTY TRIPLE TAP

TRIPLE TAP EXTENSION CORD

CONSTRUCTION:
Highly flexible annealed 30 gauge bare copper conductors, insulated with a vinyl SJTW jacket. Operating temperatures range from -37 °C to +91 °C (-35°F to +195°F). The 12 gauge, 3 conductors are rated at 125V, 15A (1875W). Available with a yellow jacket. Stocked lengths are 25, 50 and 100 ft. Triple outlet head for multiple tool convenience. Standard sleeved packaging, boxed or shrink wrap packaging available upon request.

APPLICATION:
Designed for indoor and outdoor heavy industrial use. These cords are flexible, durable and manufactured in the USA, to meet or exceed all UL and OSHA requirements.

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>DESCRIPTION</th>
<th>LENGTH</th>
<th>COLOR</th>
<th>RATING</th>
<th>WEIGHT</th>
</tr>
</thead>
<tbody>
<tr>
<td>TT0004</td>
<td>12/3 TRIPLE TAP CORDS</td>
<td>2'</td>
<td>YELLOW</td>
<td>15A</td>
<td>1.00 lbs.</td>
</tr>
<tr>
<td>TT0017</td>
<td>12/3 TRIPLE TAP CORDS</td>
<td>25'</td>
<td>YELLOW</td>
<td>15A</td>
<td>6.00 lbs.</td>
</tr>
<tr>
<td>TT0021</td>
<td>12/3 TRIPLE TAP CORDS</td>
<td>50'</td>
<td>YELLOW</td>
<td>15A</td>
<td>12.00 lbs.</td>
</tr>
<tr>
<td>TT0025</td>
<td>12/3 TRIPLE TAP CORDS</td>
<td>100'</td>
<td>YELLOW</td>
<td>15A</td>
<td>24.00 lbs.</td>
</tr>
</tbody>
</table>

- Rugged jacket
- Flexible
- Receptacle lights up when the cord is powered
- -35°F Temperature range: no breaking or cracking
- Resists Abrasion, Grease, Oil and Water
- Unbreakable, molded-on connectors
- Every cord is tested
- Indoor/outdoor use
- Contractor approved
- Meets all UL & OSHA requirements
- Made in the USA

Specifications contained herein reflect current data and are subject to change. Values are nominal and or approximate.

DIRECT WIRE & CABLE INC.
412 Oak Street, Denver, PA 17517  P 1 800 233 3848  F 1 800 752 2654
Warehouse Locations – Chicago IL, Houston TX, Portland OR, Reno NV
Made in USA
www.directwireusa.com