50 AMP TWIST LOCK SPIDER BOX EXTENSIONS

Used as extension cables for 50 AMP 125/250V “CS Style” power source to supply to temporary power boxes.

- Factory tested
- Heavy duty connectors
- Excellent Flexibility
- Rugged jacket
- Resists Solvents, Cut, Ozone, Sunlight, Grease, Oil, and Water
- Flame tests meets VW-1. FT2, and MSHA
- Made in the USA

CONSTRUCTION:
30 gauge copper per UL 62

INSULATION
EPR compound UL 62

TEMP RANGE
-50° C to +90° C

STOCK SIZES
50 & 100 ft lengths

PACKAGING
Coil, boxed, and shrink wrap

COLORS
Stock black
## CONSTRUCTION

<table>
<thead>
<tr>
<th>AMPACITY</th>
<th>DESCRIPTION</th>
<th>LENGTH</th>
<th>CONNECTOR/ PLUG</th>
<th>AMPACITY</th>
<th>PART No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>6/4</td>
<td>6/4 SOOW BLK 50' W/ BLK 50 AMP LOCKING PLUG &amp; CONNECTOR</td>
<td>50</td>
<td>3P4W LOCKING</td>
<td>50 AMP, 125/250V</td>
<td>SO0065</td>
</tr>
<tr>
<td>6/4</td>
<td>6/4 SOOW BLK 100' W/ BLK 50 AMP LOCKING PLUG &amp; CONNECTOR</td>
<td>100</td>
<td>3P4W LOCKING</td>
<td>50 AMP, 125/250V</td>
<td>SO0253</td>
</tr>
</tbody>
</table>