8/3 Welding Machine Cords
Designed for indoor and outdoor heavy industrial use. Meets or exceeds all UL and OSHA requirements

- Rugged flexible jacket
- Meets all UL & OSHA requirements
- Durable, molded-on connectors
- Every cord is tested for indoor and outdoor use
- Made in the USA
- Resists abrasion and water
- Contractor approved

CONSTRUCTION:
Highly flexible 30 gauge copper

INSULATION
STW jacket

TEMP RANGE
-40°C to +90°C (-40°F to 194°F)

STOCK SIZES
Available in 25’ and 50’

PACKAGING
Coil, boxed, and shrink wrap

COLORS
Stock black
## CONSTRUCTION

<table>
<thead>
<tr>
<th>GAUGE</th>
<th>LENGTH</th>
<th>DESCRIPTION</th>
<th>COLOR</th>
<th>RATING</th>
<th>WEIGHT</th>
<th>PART No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>8/3</td>
<td>25</td>
<td>8/3 25’ Heavy Duty Welding Machine Cord</td>
<td>Black</td>
<td>40A</td>
<td>8 lbs</td>
<td>EC0002</td>
</tr>
<tr>
<td>8/3</td>
<td>50</td>
<td>8/3 50’ Heavy Duty Welding Machine Cord</td>
<td>Black</td>
<td>40A</td>
<td>16 lbs</td>
<td>EC0011</td>
</tr>
</tbody>
</table>